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Descriptl n 

The present invention relates to credit transaction arrangements. 

In particular the arrangements are concerned with call-charge payment of calls established through a 

5 telecommunications network from so called payphone telephone instruments, payment for call-charges 
being made by way of user credit authorisation means in the form of a credit card, or the like. Such 
arrangements are also described in EP-A-185 365 (priority date 18.12.84, publication date 3.7.86). 

According to the present invention there is provided a method of carrying out a credit transaction 
providing automatic clal-charge payment of calls established through a telecommunications network from 

w payphone instruments, characterised in that co-operation of credit transaction authorisation means with an 
initiating payphone credit transaction authorisation reader means, causes the payphone to automatically set- 
up a path through the telecommunications network to credit transaction equipment at a location within the 
network, whereupon first record data (HEAD), being relevant to call-charge payment, is transmitted over the 
path, validated and stored at the credit transaction equipment, whereupon the path is promptly discon- 

15 nected, whereafter the subscriber sets-up a further path through the network to a desired called subscriber 
for communication purposes, and wherein following the release of said further path, second record data 
(TAIL), also being relevant to said call-charge payment, and which is compiled in the payphone, is 
subsequently transmitted to the credit transaction equipment and combined with the first record data 
(HEAD) for call-charge payment processing. 

20 There is further provided apparatus for carrying out a credit transaction providing automatic call-charge 
payment of calls established through a telecommunications network from payphone instruments, charac- 
terised in that a payphone comprises credit transaction authorisation means arranged to co-operate with an 
initiating payphone credit transaction authorisation reader means to cause the payphone to automatically 
set-up a path through the telecommunications network to credit transaction equipment at a location within 

25 the network, whereby first record data (HEAD), being relevant to call-charge payment, is transmitted over 
the path by the payphone, validated by and stored at the credit transaction equipment, whereupon the path 
is promptly disconnected, whereafter when the subscriber sets-up a further path through the network to a 
desired called subscriber for communication purposes, and wherein following the release of said further 
path, second record data (TAIL), also being relevant to said call-charge payment, and which is compiled in 

30 the payphone, is subsequently transmitted to the credit transaction equipment and combined with the first 
record data (HEAD) for call-charge payment processing. 

A method and an apparatus according to the pre-characterising part of the independent claims is known 
from EP-A-115 240. 

The invention will be more readily understood from the following descripiton of an exemplary embodi- 
35 ment which should be read in conjunction with the accompanying drawings in which; 

Fig. 1 shows a block schematic diagram of the arrangements in accordance with this invention; and, 
Fig. 2 shows a diagram of the general format of the call record data together with the arrangements for 
compiling and storing the data prior to being forwarded to a computer data base. 

40 GENERAL 

This invention is concerned with the arrangements for call-charging and payment of telephone calls 
made from so-called payphone telephone instruments. It is particularly concerned with payment being made 
by way of user credit transaction authorisation means in the form of universal credit charge cards such as 

45 VISA and ACCESS etc. and credit cards issued by telephone administrations for telephone call charging 
purposes. The latter service provides a so-called "Telecredit* facility and requires the keying-in of a 
subscriber personal identification number (PIN). 

Referring now to the drawings it will be seen in Fig. 1 that the basic elements of the payphone 
instrument PI, concerned with this invention, are shown in block schematic form. The payphone is 

so connective via an access path NAP to common central credit card transaction equipment CCE located at a 
convenient nodal point NP in the telecommunications network. For example, the common equipment could 
be located at a local exchange or a trunk exchange. The common equipment arranges for the collection of 
call charging data in preparation for forwarding, by way of the serial access path SAP, to a computer data 
base DB which, amongst other things, handles the billing processing. 

55 
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PAYPHONE INSTRUMENT 

The payphone PI incorporates a magnetic card reader means fitted to the payphone casework. Internal 
card reader means CRM is provided which is powered from the line power. 

5 The payphone incorporates a standard instrument keyboard 1KB together with storage means SMD and 
SMC for storing keyed digits and incoming charge meter signals respectively. Card data checking means 
CCM is provided together with automatic dialling means ADM. A dual-tone multifrequency sender MFS and 
a call authorisation time receiver ATR is also provided to cater for sending and receiving signal arrange- 
ments respectively. A display CCD in the form of a liquid crystal display (LCD) is arranged to indicate the 

w call fees. 

CENTRAL CREDIT CARD TRANSACTION EQUIPMENT 

The central credit card transaction equipment CCE, located at the convenient nodal point NP, in the 
75 telecommunications network is accessible through a switching block SB at the nodal point NP. The path 
ONS represents the path onward to other network stages. 

The configuration of the equipment CCE is such that, up to six line groups LG1 to LG6 can be provided. 
Each line group includes two interface devices or line cards each catering for eight input access paths 1 to 
8 (up to 96 line inputs) form the switch block SB. 
20 \ An associated common control CONT is provided within each line group LG1 to LG6 and this arranges 
for all the control functions of the group including selection for generating any of a number of voice prompt 
messages as directed by a common call processor CP. 

The call processor CP serves the six line groups and within it a call data store CDS arranges for 
compilation and storage of up to 1000 (one thousand) payphone call charge authorisation data CAD. The 
25 call processor CP also includes buffer storage means BSM for enabling temporary storage of record data 
(TAIL) portion of charge authorisation data CAD, a call data store CDS for the compilation and storage of the 
first record data (HEAD) portion of the call authorisation data CAD within storage locations therein and 
combining means CM adapted to combine the first record data (HEAD) and the second record data (TAIL) 
for the same credit transaction. The call processor CP is also responsible for handling credit card and 
so personal identification number (PIN) data validation and data error correction. 

A data base DB, which is a proprietory computer (typically an IBM PCXT), includes standard 
peripherals including, keyboard KB, printer P, disc store DS, transportable store T and display D. 

The data base DB, provides for call transaction storage bill (call-charge) processing, to a range of 
system control features through operator control, 
as Referring now to Fig. 2, in which in the upper part of the diagram the essential elements of the 
CHARGE AUTHORISATION DATA (CAD) format are shown. The data (HD). The TAIL DATA (TD) includes 
data representing the PAYPHONE I.D. (PID) (I.D. is identification), CALL COSTS (CC) and DIALLED DIGITS 
(DD). The HEAD DATA (HD) includes data representing the SERIAL NUMBER (SN) of the call from the 
payphone and the CREDIT CARD DATA (CCD), which is taken from one of the data tracks on the particular 
40 credit transaction authorisation means (credit/charge card). 

In the lower part of the diagram a schematic representation of the call data store CDS is depicted. The 
call data store is arranged to provide storage for up to 1000 pay phones. 

The chain-dotted arrowed line indicates that the HEAD data of the CHARGE AUTHORISATION DATA 
(CAD) is stored in locations LOCATION LOC1 TO LOCN and are indexed in these location in payphone 
45 identification PID order. The TAIL DATA (TD) of the CALL AUTHORISATION DATA (CAD) is temporarily 
held in buffer storage means BSM and is combined within combining means CM with the corresponding 
HEAD DATA (HD) for the same credit transaction extracted from the call data store CDS and then forwarded 
to the data base DB as a combined call record of the call transaction. 

An outline of the steps of the storage operations is discussed below. 

50 
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STEP OPERATION 
NEXT CALL 

1 . CAD of next call is transmitted from payphone (PI) to call 
processor (CP) at central credit card transaction 
equipment (CCE). The CAD containing HEAD DATA (Serial 
No, card data and TAIL DATA, Payphone ID, previous all 
cost and previous call dialled digits). 

2. HEAD card data is VALIDATED. 

3. If card data is NOT AUTHORISED FOR USE payphone 
(PI) is instructed not to proceed with transactions and call 
is cleared. ERROR RECORD is sent to DATABASE (DB), 
payphone (PI) retains TAIL DATA of previous call. Call 
processor (CP) discards HEAD and TAIL data. 

4. If card data is AUTHORISED FOR USE payphone (PI) is 
instructed to ALLOW TRANSACTION TO PROCEED. The 
TAIL DATA phone ID is used to access the location of the 
indexed HEAD DATA in call data store (CDS) to obtain the 
previous call HEAD DATA relating to the current TAIL 
DATA of the same credit transaction. This is now 
combined with CAD TAIL DATA to form a CALL RECORD 
which is subsequently transmitted to the data base (DB). 
CAD HEAD DATA is written to call data store (CDS) 
location indexed by the TAIL DATA payphone ID. 
Payphone (PI) allows current transaction to proceed and 
stores related TAIL DATA in the payphone (PI). 

30 
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For subsequent calls steps 1 to 4 of NEXT CALL are followed. 
OPERATION 

5 

It should be noted that the payphone always assumes a coin call is to be made when the handset goes 
off hook. The insertion of a coin minimum fee will disable the card reader means CRM circuitry and allow 
the caller to make a normal payphone call into the network. The payphone does not access the credit card 
transaction equipment CCE during this type of call. 

10 

CREDIT CARD SERVICE 

Setting up to the credit card transaction equipment. 

75 When the subscriber goes off hook, the payphone PI assumes a coin call and the LCD flashes a display 
of the minimum coin fee. Dial tone is also returned to the payphone PI via the network. 

When the subscriber slides a credit card within the credit card reading means CRM, card data is read 
from an appropriate data track on the card by the card reader means CRM, and is then forwarded to card 
data checking means CCM which performs a local security check on the data. Upon the check being 
20 completed, and the CCM indicating a probable valid card, a signal is sent to the automatic dialling means 
ADM, whereupon the payphone PI automatically dials the credit card transaction equipment CCE, using an 
access code, through the multifrequency sender MFS and using dual tone multifrequency DTMF signalling. 

The access code comprises a plurality of routing digits (up to a maximum of twelve) to enable path 
selection through the network. These digits are programmable at the payphone PI as appropriate. 
25 The LCD now changes to flashing minimum card fee, the coin handling mechanism is disabled, and 
coins previously inserted are immediately refunded. 

Successful access to the CCE results in an in band tone signal being returned to the payphone PI from 
the CCE, instructing the payphone to send "Charging and Authorisation Data" (CAD) forward. The tone is 
present for up to 5 seconds. Failure to receive the in band tone within T1 seconds (see LIST 1 - various 
30 timeouts) of the end of automatic dialling from the payphone results in the payphone PI clearing the call 
and returning NU tone locally to the subscriber. 

During the transfer of the CAD to the CCE, the payphone enables the user to listen to a suitable level of 
the DTMF signals being transmitted. 

35 TRANSFER OF CHARGING AND AUTHORISATION DATA (CAD) 

Transfer of the CAD to the CCS is at full automatic speed, DTMF (MF4), with error detection/correction. 
The nominal transfer rate is 51/51 ms, software adjustable in 8.5ms steps. 
The CAD transferred by the payphone PI to the CCE consists of :- 
40 (a) Payphone l/D (Identification) (3 char.) 

(b) Card Details - current call 

(c) Call Serial No. (1 char.) 

(d) Charge Units (4 char.) - previous transaction 

(e) No. of Calls/Transactions (1 char.) - previous transaction 

45 (f) Dialled digits (these digits transferred as an optional facility) - previous transaction. 
If 'n' (No. of calls) = 0 then the charge unit field is not transmitted. 
If Vi* = 1 then the dialled digits transmitted are relevant to the call incurring most cost. 
Successful receipt of the CAD results in a voice prompt from the control CONT in the CCE, followed by 
an in band signal. The voice prompt invites the caller to dial after hearing dial tone. The in band signal 
so instructs the payphone to clear forward and establish a call into the network and dial tone is returned to the 
caller. 

At the CCE the call processor CP time and date stamps the CAD and creates a partial call record 
(head) for this particular payphone. The CCE sends up to 5 sees, of clear forward tone, then force releases. 

Failure by th caller to start dialling within T2 seconds (LIST 1 - various timeouts) of dial tone results in 
55 the payphone returning NU tone to the caller, then clearing forward. 

Unsuccessful receipt of the CAD due to transmission errors, or logical errors (e.g. card expired, card 
type invalid) by th CCE, results in a range of voice messag s inviting the caller to re- nter his card or 
abort the transaction. Three card swipes ar allowed before a final voice prompt is given advising the caller 
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to relinquish use of the equipment, followed by NU tone. The CCE will force release the line if the payphone 
does not clear forward within T7 seconds. (See LIST 1 - various timeouts). 

If the in band tone is not received within T3 seconds (see LIST 1) of CAD transmission, the payphone 
clears forward and returns NU to the caller. 

5 Charging data accumulated by the payphone for any transaction is normally transferred to the CCE as 
part of the CAD of the next transaction. This data is also subject to time and date stamping by the call 
processor CP. In order to ensure the charging data is successfully transferred during periods of low usage, 
a timer T5 minutes (1 to 750 - LIST 1) is set at the termination of each authorised transaction. On expiry of 
the timer the payphone makes an automatic call to the CCE to transfer the charge authorisation data (CAD) 

io TAIL DATA. During the automatic transfer of the data, the payphone appears dormant to the user i.e. the 
microphone and receiver are muted, and the display is blank. 

LIST 1 - VARIOUS TIMEOUTS 

75 Timers 

T1 Range 5 - 30 seconds 

Timeout to receipt of in band tone at the payphone from the end of auto dialling prior to payphone clearing 
20 the call and returning NU tone to the subscriber. 

T2 Range 10-60 seconds 

Timeout to commencement of dialling following receipt of credit authorisation tone. Credit authorisation is 
25 terminated and NU returned to the subscriber if the timer matures. 

T3 Range 1 - 300 seconds 

Long timeout to receipt of credit authorisation tone following CAD transmission. The payphone will clear 
30 forward and return NU tone locally if the timer matures. 

T4 Range 1 - 72 minutes 

Overall call duration timeout set by the payphone for all unsuccessful calls (i.e. those without call subscriber 
35 answer, CSA). 

T5 Range 1 ■ 720 minutes 

Timeout to ensure transmission of charging data during low usage periods. Timed from termination of each 
40 authorised transaction. The payphone will make an automatic call to the CCE to transfer charging data on 
expiry of timer. 

T6 Range 1 - 24 hours 

45 Age limit to clear all partial records held in CCE to IBM PC at the end of each day. 

T7 Range 15-30 seconds 

Timeout for clear forward from payphone following final voice prompt advising caller to relinquish the use of 
50 the equipment. 
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LIST 2 - MESSAGES AND ANNOUNCEMENTS (VOICE PROMPTS) 

Message no. Announc ment 

1 Please wait for dial tone then dial the 
telephone number you require. 

2 Please key in your 4 digit Personal 
Identity Number. 

3 We have detected an error, please enter 
your Personal Identity Number again. 

4 we are sorry, but the service you have 
dialled is not available from this 
payphone . 

5 we are sorry, but your credit card is not 
authorised for use with this service. 

6 we are sorry, but we have detected an 
error. Please slide your card again. 



THE SUBSCRIBER CALL 

The authorised call is set up as a normal call into the network and the subscriber dials unrestricted into 
the network. The payphone stores (store SMD) all dialled digits which can be optionally transferred as part 
of the CAD. This option is set from the payphone. 

An overall duration limit of T4 minutes (adjustable in the range 1-72) is set by the payphone for all 
unsuccessful calls (i.e. those without call subscriber answer CSA). 

CALL CHARGING 



On receipt of call subscriber answer (CSA) the payphone LCD freezes the display with the minimum 
chargeable fee for this call and extinguishes the minimum fee indication. The LCD is incremented once a 
minimum number of meter pulses has been received, this being subject to the minimum fee set. On 
completion of the call, the call costs are stored (store SMC) in the payphone and transferred during the next 
authorised transaction, or on expiry of timer T5 (see LIST 1) as part of the TAIL DATA. This timing is 
achieved by the real time clock RTC. 

The various steps of the credit card call and the subscriber call are summarised as follows:- 

CREDIT CARD CALL 

1. CALLER GOES 'OFF HOOK' 

* Payphone initially assumes coin call 

* LCD Display minimum coin fee 

* Dial tone returned from network 

2. CALLER SWIPES CARD 
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" Payphone performs local security check on credit card 

* Payphone autodials credit card system - access code 
" LCD changes to minimum card fee 

* Coin handling disabled 

5 3. CREDIT CARD SYSTEM RETURNS SUCCESSFUL ACCESS TONE 

* In band signal returned to payphone 

4. PAYPHONE TRANSMITS CHARGE AUTHORISATION DATA 'CAD' TO CREDIT CARD SYSTEM 

* Data transmitted in DTMF 

* CAD comprises: 
w - Card No. 

- Payphone identity 

- Call serial number 

* Comfort tone returned to call 

5. CREDIT CARD SYSTEM VALIDATES CARD DETAILS 
/5 * Partial record created in call processor (Head) 

* Computerised voice message returned to caller, e.g. "Please dial when you hear dial tone" "Invalid 
Card" 

"Please try again" 

* In band tone returned to payphone to instruct it to clear forward and release credit card equipment 
20 6. PAYPHONE RESIEZES LINE CIRCUIT 

* On receipt of band tone payphone clears forward and resiezes the local line circuit 

* Dial tone returned to caller 

7. CALLER DIALS INTO THE NETWORK UNRESTRICTED 

* Payphone stores dialled digits - optional 
25 8. CALL ESTABLISHED 

* Call subscriber answers 

* LCD displays call cost 

* Metering pulses increment LCD 
9. CALLER CLEARS DOWN 

30 " Call costs stored in payphone 

* Dialled digits stored in payphone - optional T CALLER GOES 'OFF HOOK' AND SWIPES CARD 

* Payphone performs local security check on credit card 

* Payphone autodials credit card system access code 

* LCD changes to minimun card fee 
35 * Coin handling disabled 

11. CREDIT CARD SYSTEM RETURNS SUCCESSFUL ACCESS TONE 

12. PAYPHONE TRANSMITS CHARGE AUTHORISATION DATA 'CAD 1 TO CREDIT CARD SYSTEM 
. * Data transmitted in DTMF 

* CAD comprises:- 
40 - Card No. 

- Payphone identity 

- Call serial no. 

- Call cost 

- Dialled digits - optional 

45 Comfort tone returned to caller 

13. CREDIT CARD SYSTEM VALIDATES CARD DETAILS 

* Partial call record created in call processor (Head) 

* Previous 'Head 1 combined with Tail' and forwarded to data base 

* Computerised voice message returned to caller 
so * In band tone returned to payphone 

TELECREDIT CARD SERVICE 

S tting up to the Credit Card Transaction Equipment 

55. 

The setting up procedure to the Credit Card Transaction Equipment CCE is identical to that required for 
a standard Credit Card as has been just discussed. 
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Transfer of Charging and Authorisation Data (CAD) 

Transfer of the CAD to the CCE is at full automatic speed DTMF (MF4) with error detection/correction. 
The nominal transfer rate shall be 51/51 ms, software adjustable in 8.5ms steps. The CAD transferred by the 
5 payphone to the CCE consists of:- 

(a) Payphone l/D (3 char.) 

(b) Card detailings including local PIN encryption - current call 

(c) Call Serial No. (1 char.) 

(d) Charge Units (4 char.) - previous transaction 

w (e) No. of calls/transactions (1 char.) - previous transaction. 

Successful receipt of the CAD results in a voice prompt (See LIST 2 - messages and announcements) from 
the CCS (generated from the common control CONT in the specific line group LG) requesting the 
subscriber to key in his PIN at the payphone. The PIN comprises four digits and is transferred to the CCS 
as keyed in. 

is Successful validation of the keyed PIN against the encrypted PIN (by call processor CP) results in a 
voice prompt message (see LIST 2) from the CCE followed by an in band signal. The voice prompt 
message invites the caller to dial after hearing dial tone. The in band signal instructs the payphone to clear 
forward the return dial tone immediately to the caller. 

PIN verification failure due to transmission errors or incorrect keying results in a voice prompt message 
20 (see LIST 2) requesting the subscriber to re-enter his PIN number. Three attempts are allowed before a final 
voice prompt message (see LIST 2) is given advising the caller to relinquish use of the equipment. 

Failure by the caller to start dialling within T2 seconds of dial tone results in the payphone returning NU 
tone to the caller and clearing forward. Unsuccessful receipt of the CAD due to transmission errors or 
logical errors (e.g. card expired, card type invalid) by the CCE results in a range of voice prompt messages 
25 inviting the caller to re-enter his cad or abort the transaction. Three card swipes are allowed before a final 
voice prompt message is given advising the caller to relinquish use of the equipment. 

If the in band tone is not received within T3 seconds of keyed PIN transmission, the payphone will clear 
forward and return NU tone to the caller. 

Charging data accumulated by the payphone for any transaction is normally transferred to the CCE as 
30 part of the CAD of the next transaction. 

In order to ensure that charging data is successfully transferred during periods of low usage, a timer T5 
minutes (ranges 1-720) is set at the termination of each authorised transaction. On expiry of the timer the 
payphone makes an automatic call fo the CCE to transfer the charging data. 

35 THE SUBSCRIBER CALL 

The subscriber call proceeds in an identical manner to that described previously. 
The various steps of the telecredit card all are summarised as follows:- 

40 TELECREDIT CARD CALL - TELECOM ADMINS. OWN CARD 

1 . CALLER GOES 'OFF HOOK' 

* Payphone initially assumes coin call 

* LCD displays minimum coin fee 
45 * Dial tone returned from network 

2. CALLER SWIPES CARD 

* Payphone performs local security check on credit card 

* Payphone autodials credit card system access code 

* LCD changes to minimum card fee 
so * Coin handling disabled 

3. CREDIT CARD SYSTEM RETURNS SUCCESSFUL ACCESS TONE 

4. PAYPHONE TRANSMITS CHARGE AUTHORISATION DATA 'CAD' TO CREDIT CARD SYSTEM 

* Data transmitted in DTMF 

* CAD comprises: 

55 - Card details with encrypted PIN No. 

- Payphone identity 

- Call serial no. 

* Comfort tone returned to caller 
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5. CREDIT CARD SYSTEM REQUESTS PIN NUMBER 

* Computerised voice message to caller "Please enter PIN number" 

6. CALLER KEYS IN PIN NUMBER 

* 4 digit PIN transmitted to credit card system 

5 * Credit card system validates card and compares keyed PIN with that encrypted in card 

* If OK partial call record created in call processor (Head) 

* Computerised voice message returned to caller e.g. "Please dial when you hear dial tone" 
"Invalid card" 

"Please try again" 

io " In band tone returned to payphone to instruct it to clear forward and drop system 

7. CALL PROCEEDS AS PER ACTIONS 6 TO 9 

COIN CALL 

75 1. CALLER GOES 'OFF HOOK 

* Payphone initially assumes coin call 

* LCD displays minimum coin fee 

* Dial tone returned from network 

2. CALLER INSERTS MINIMUM FEE 
20 * Card reader circuitry disabled 

* Payphone does not access credit card system 

* Caller dials unrestricted into the network 

3. CALL PROGRESS AS PER STANDARD PAYPHONE OPERATION 

25 CALL RECORD STORAGE 

The call records are stored at the data base DB which employs a split file operation. Call records (up to 
100,000), are stored on the 10 M byte hard disc DS in a working file. Call records, which have previously 
been transferred to transportable magnetic media T, are suspended on a back up file. When the 

30 administration wishes to transfer records from the live file, the back up file becomes the new live file and 
the current live file becomes the back up. This working/back up file relationship is only changed by explicit 
operator action or from a preprogrammed dump command, when the working file becomes the back up and 
vice versa. Call records are automatically transferred from the CCE periodically at a fixed time of day if the 
creation time is earlier than T6 (LIST 1) from the current time. This will effectively clear out HEADS without 

35 TAILS. 

BILLING 

The CCS generates a chronological list of itemised bills for each of the credit/charge card types on the 
40 system. A separate file is also be generated for the Administrations own card. Separate files are generated 
for each card type and these are transferred on call record download to the transportable magnetic media 
T. 

In the case of the standard credit cards, these are issued direct to the credit card companies or through 
a sponsoring bank. The billing cycle will be completed within 3 days. As this time the administration 
45 receives credit direct from the credit card companies and the card holders are debited in their monthly 
accounts. 

In the case of the Telecredit Card the billing information is forwarded to the billing centre. Telecredit 
cards are issued to existing subscribers or postal subscribers who are billed in line with the normal billing 
procedures. 

50 

Claims 

1. A method of carrying out a credit transaction providing automatic call-charge payment of calls 
established through a telecommunications network from payphone instruments (PI), characterised in 
55 that co-operation of credit transaction authorisation means with an initiating payphone credit transaction 
authorisation reader means (CRM), causes the payphone to automatically set-up a path (NAP) through 
the telecommunications network to credit transaction equipment (CCE) at a location within the n twork, 
whereupon first record data (HEAD) (HD), being relevant to call-charg payment, is transmitted over the 
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path (NAP), validated and stored at the credit transaction equipment (CCE), whereupon the path (NAP) 
is promptly disconnected, whereafter the subscriber sets-up a further path (NAP) through the network to 
a desired called subscriber for communication purposes, and wherein following the release of said 
further path, second record data (TAIL) (TD), also being relevant to said call-charge payment, and 
5 which is compiled in the payphone (PI), is subsequently transmitted to the credit transaction equipment 
(CCE) and combined with the first record data (HEAD) (HD) for call-charge payment processing. 

2. A method of carrying a credit transaction as claimed in Claim 1, wherein first record data (HEAD) (HD) 
and second record data (TAIL) (TD) are charge authorisation data (AD) wherein the first record data 

io (HEAD) (HD) is associated with the credit transaction of the current call, whereas the second record 
data (TAIL) (TD) is associated with the credit transaction of the call immediately preceding the current 
call. 

3. A method of carrying out a credit transaction as claimed in Claim 2, wherein the first record data 
75 (HEAD) (HD) and the second data (TAIL) (TD) are transmitted during the current call credit transaction. 

4. A method of carrying out a credit transaction as claimed in Claim 2, wherein the first record data 
(HEAD) (HD) is transmitted during the current call and the second record data (TAIL) (TD) is 
transmitted following the expiry of a timeout when said path (NAP) to the credit transaction equipment 

20 (CCE) is set-up automatically. 

5. A method of carrying out a credit transaction as claimed in Claim 3 or 4, in which the first record data 
(HEAD) (HD) includes credit card data and call serial number data, whereas the second record data 
(TAIL) (TD) includes the payphone identification data, call cost data, and dialled digit data. 

25 

6. A method of carrying out a credit transaction as claimed in Claim 5, wherein the transmission of dialled 
digit data is selected for transmission as an optional facility at the payphone instrument (PI). 

7. A method of carrying out a credit transaction as claimed in Claim 6, wherein the credit transaction 
30 authorisation reader means (CRM), is credit card reader means (CRM), which is incorporated in the 

payphone instrument (PI) and co-operation of the credit transaction authorisation means, which is credit 
card means, with the credit card reader means (CRM) by a payphone subscriber sliding the credit card 
means within the card reader means (CRM), enables data to be read from the credit card means where 
it is forwarded to card data checking means, within the payphone instrument (PI), which thereupon 
35 performs a local security check upon the card data. 

8. A method of carrying out a credit transaction as claimed in Claim 7, wherein upon the local security 
check being completed, and indicating a probable valid card, said path to the credit transaction 
equipment (CCE) is set-up by automatic dialling means within the payphone (PI), by the automatic 

40 dialling of an access code comprising a plurality of routing digits. 

9. A method of carrying out a credit transaction as claimed in Claim 8, wherein upon access to the credit 
card equipment (CCE) being successful, a signal is returned to the payphone instrument (Pl)and the 
charge authorisation data (CAD) is released from storage means within the payphone instrument (PI) 

45 and transmitted over said path to the credit card equipment (CCE). 

10. A method of carrying out a credit transaction as claimed in Claim 9, wherein upon successful receipt 
and validation of the charge authorisation data (CAD), a voice prompt message is sent to the payphone 
instrument (PI) from the credit card equipment (CCE) which instructs the caller to commence dialling to 

so effect a subscriber call connection upon receipt of dial tone, the payphone instrument (PI) is instructed 
to release the line forward to the credit card equipment (CCE) and then re-seize the line to the local 
line circuit, whereupon said dial tone is delivered to the payphone instrument (PI). 

11. A method of carrying out a cr dit transaction as claimed in Claim 9, wherein when the credit card in 
55 use is a telephone administration credit card, upon successful receipt and validation of the charge 

authorisation data, a voice prompt message is sent to the payphone instrument (PI) from the credit card 
equipment (CCE) which instructs the caller to enter his personal identification number, wherein upon 
this number b ing transmitted to the credit card quipment (CCE), successfully received and validated, 
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a further voice prompt message is sent to the payphone instrument (PI) from the credit card equipment 
- (CCE) which instructs th caller to commence dialling to effect a subscriber call connection upon 
receipt of dial tone, the payphone instrument (PI) is instructed to release the line forward to the credit 
card equipment (CCE) and then re-seize the line to the local line circuit whereupon said dial tone is 
5 delivered to the payphone instrument (PI). 

12. A method of carrying out a credit transaction as claimed in Claim 10 or 1 1, wherein the digits dial led to 
establish the subscriber call connection and incoming call charge signals are stored in the. storage 
means within the payphone instrument (PI). 

w 

13. A method of carrying out a credit transaction as claimed in Claim 12, wherein the credit transaction 
equipment is a common equipment and comprises, (i) a plurality of line groups (LG1-LG6) each of 
which includes at least two interface devices or line cards each catering for a plurality of input-paths 
from a switching block at said location and a common control (CONT) providing the control functions of 

75 the line group (LG1-LG6), (ii) a call processor (CP) provided in common to the line groups (LG1-LG6) 
and which is responsible for validation of charge authorisation data (CAD) and personal identification 
number data, and which includes (a) a call data storage means (CDS) which arranges for compilation 
and storage of said first record data (HEAD) (HD) portion of said charge authorisation and (b) buffer 
storage means for enabling temporary storage of said second record data (TAIL) (TD) portion of the 

20 charge authorisation data, and (c) combining means (CM) for combining first record data (HEAD) (HD) 
with second record data (TAIL) (TD), and (iii) a data base (DB) comprising a computer including a 
keyboard (KB), printer (P), disc store <DS), transportable store (T) ( and display (D), the data base (DB) 
providing for call transaction storage, bill processing and access to system control facilities through 
operator control. 

~o v 25 

14. A method of carrying out a credit transactiom as claimed in Claim 13, wherein each line group 
controller is selectively directed to generate any one of a plurality of said voice prompt messages by 
the call processor (CP). 



30 15. A method of carrying out a credit transaction as claimed in Claim 13. wherein the call data storage 
means (CDS) includes a plurality of storage locations being provided for storage of the first record data 
(HEAD) (HD) which are indexed in said storage locations in payphone identification data (PID) order, 
wherein when second record data (TAIL) (TD) is received at the credit transaction equipment (CCE) 
from the payphone instrument (PI), it is temporarily stored in said buffer storage means, whereupon the 

35 payphone identification data (PID) of the second record data (TAIL) (TD) is employed to access the 
storage locations of the indexed first record data (HEAD) (HD) in order to combine the first record data 
(HEAD) (HD) and the second record data (TAIL) (TD) for the call authorisation data (CAD) relating to the 
same credit transaction in preparation for forwarding a combined call record to the data base (DB). 

40 16. A method of carrying out a credit transaction as claimed in Claim 15, wherein combined call records 
are transferred periodically to the data base (DB) automatically by way of an access path between the 
call processor (CP) and the data base (DB). 

17. Apparatus for carrying out a credit transaction providing automatic call-charge payment of calls 
45 established through a telecommunications network from payphone instruments (PI), characterised in 
that a payphone (PI) comprises credit transaction authorisation means arranged to co-operate with an 
initiating payphone credit transaction authorisation reader means (CRM) to cause the payphone to 
automatically set-up a path (NAP) through the telecommunications network to credit transaction 
equipment (CCE) at a location within the network, whereby first record data (HEAD) (HD), being 
so relevant to call-charge payment, is transmitted over the path (NAP) by the payphone (PI), validated by 
and stored at the credit transaction equipment (CCE), whereupon the path (NAP) is promptly discon- 
nected, whereafter when the subscriber sets-up a further path (NAP) through the network to a desired 
called subscriber for communication purposes, and wherein following the release of said further path, 
second record data (TAIL) (TD), also being relevant to said call-charge payment, and which is compiled 
55 in the payphone, is subsequently transmitted to the credit transaction equipment (CCE) and combin d 
with the first record data (HEAD) (HD) for call-charge payment processing. 
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1a Apparatus for carrying out a credit transaction as claimed in Claim 17, wherein first record data (HEAD) 
(HD) and second record data (TAIL) (TD) are charge authorisation data (CAD) wherein the first record 
data (HEAD) (HD) is associated with the credit transaction of the current call, whereas the second 
record data (TAIL) (TD) is associated with the credit transaction of the call immediately preceding the 
s current call. 

19. Apparatus for carrying out a credit transaction as claimed in Claim 18, wherein the first record data 
(HEAD) (HD) and the second data (TAIL) (TD) are transmitted during the current call credit transaction. 

10 20. Apparatus for carrying out a credit transaction as claimed in Claim 18, wherein the first record data 
(HEAD) (HD) is transmitted during the current call and the second record data (TAIL) (TD) is 
transmitted following the expiry of a timeout when said path (NAP) to the credit transaction equipment 
(CCE) is set-up automatically by the payphone (PI). 

is 21. Apparatus for carrying out a credit transaction as claimed in Claim 19 or 20, in which the first record 
data (HEAD) (HD) includes credit card data and call serial number data, whereas the second record 
data (TAIL) (TD) includes the payphone identification data, call cost data, and dial led digit data. 

22. Apparatus for carrying out a credit transaction as claimed in Claim 21 , wherein the transmission of dial 
20 led digit data is selected for transmission as an optional facility at the payphone instrument (PI). 

2a Apparatus for carrying out a credit transaction as claimed in Claim 22, wherein the credit transaction 
authorisation reader means (CRM), is credit card reader means (CRM), which is incorporated in th 
payphone instrument (PI) and co-operation of the credit transaction authorisation means, which is credit 
25 card means, with the credit card reader means (CRM) by a payphone subscriber sliding the credit card 
means within the card reader means (CRM), enables data to be read from the credit card means where 
it is forwarded to card data checking means, within the payphone instrument (PI), which thereupon 
performs a local security check upon the card data. 

30 24. Apparatus for carrying out a credit transaction as claimed in Claim 23, wherein upon the local security 
check being completed, and indicating a probable valid card, said path to the credit transaction 
equipment (CCE) is set-up by automatic dialling means within the payphone (PI), by the automatic 
dialling of an access code comprising a plurality of routing digits. 

35 25. Apparatus for carrying out a credit transaction as claimed in Claim 24, wherein upon access to the 
credit card equipment (CCE) being successful, a signal is returned to the payphone instrument (PI) and 
the charge authorisation data (CAD) is released from storage means within the payphone instrument 
(PI) and transmitted over said path to the credit card equipment (CCE). 

40 26. Apparatus for carrying out a credit transaction as claimed in Claim 25, wherein upon successful receipt 
and validation of the charge authorisation data, a voice prompt message is sent to the payphone 
instrument (PI) from means within the credit card equipment (CCE) to instruct the caller to commence 
dialling to effect a subscriber call connection upon receipt of dial tone, the payphone instrument (PI) is 
instructed to release the line forward to the credit card equipment (CCE) and then re-seize the line to 

45 the local line circuit, whereupon said dial tone is delivered to the payphone instrument (PI). 

27. Apparatus for carrying out a credit transaction as claimed in Claim 25, wherein when the credit card in 
use is a telephone administration credit card, upon successful receipt and validation of the charge 
authorisation data, a voice prompt message is sent to the payphone instrument (PI) from the credit card 

so equipment (CCE) which instructs the caller to enter his personal identification number, wherein upon 
this number being transmitted to the credit card equipment (CCE), successfully received and validated, 
a further voice prompt message is sent to the payphone instrument (PI) from the credit card equipment 
(CCE) which instructs the caller to commence dialling to effect a subscriber call connection upon 
receipt of dial tone, the payphone instrument (PI) is instructed to release the line forward to th credit 

55 card equipment (CCE) and then re-seize th line to the local line circuit whereupon said dial tone is 
delivered to the payphone instrument (PI). 
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2a Apparatus for carrying out a credit transaction as claimed in Claim 26 or 27, wherein the digits dialled 
to establish the subscriber call connection and incoming call charge signals are stored in the storage 
means within the payphone instrument (PI). 

5 29. Apparatus for carrying out a credit transaction as claimed in Claim 28, wherein the credit transaction 
equipment (CCE) is a common equipment and comprises, (i) a plurality of line groups (LG1-LG6) each 
of which includes at least two interface devices or line cards each catering for a plurality of input-paths 
from a switching block at said location and a common control (CONT) providing the control functions of 
the line group (LG1-LG6), (ii) a call processor (CP) provided in common to the line groups (LG1-LG6) 

w and which is responsible for validation of charge authorisation data (CAD) and personal identification 
number data, and which includes (a) a call data storage means (CDS) which arranges for compilation 
and storage of said first record data (HEAD) (HD) portion of said charge authorisation data and (b) 
buffer storage means for enabling temporary storage of said second record data (TAIL) (TD) portion of 
the charge authorisation data, and (c) combining means (CM) for combining first record data (HEAD) 

75 (HD) with second record data (TAIL) (TD), and (iii) a data base (DB) comprising a computer including a 
keyboard (KB), printer (P), disc store (DS), transportable store (T), and display (D), the data base (DB) 
providing for call transaction storage, bill processing and access to system control facilities through 
operator control. 

20 30. Apparatus for carrying out a credit transaction as claimed in Claim 29, wherein each line group 
controller is selectively directed to generate any one of a plurality of said voice prompt messages by 
the call processor (CP). 

31- Apparatus for carrying out a credit transaction as claimed in Claim 29, wherein the call data storage 
means (CDS) includes a plurality of storage locations being provided for storage of the first record data 
(HEAD) (HD) which are indexed in said storage locations in payphone identification data (PID) order, 
wherein when second record data (TAIL) (TD) is received at the credit transaction equipment (CCE) 
from the payphone instrument (PI), it is temporarily stored in said buffer storage means, whereupon the 
payphone identification data (PID) of the second record data (TAIL) (TD) is employed to access the 
storage locations of the indexed first record data (HEAD) (HD) in order to combine the first record data 
(HEAD) (HD) and the second record data (TAIL) (TD) for the call authorisation data (CAD) relating to the 
same credit transaction in preparation for forwarding a combined call record to the data base. 

32. Apparatus for carrying out a credit transaction as claimed in Claim 31, wherein combined call records 
35 are transferred periodically to the data base (DB) automatically by way of an access pathbetween the 
call processor (CP) and the data base (DR). 

Patentansprilche 

40 1. Verfahren zum AusfUhren einer Kredittransaktion, bei der TelefongesprSchsgebUhren fOr Telefonge- 
sprache Gber Telekommunikationsnetzwerke von GebOhrentelefonen aus automatisch bezahlt werden, 
dadurch gekennzeichnet, daB eine Kooperation von Kredittransaktionsautorisationsmitteln mit einem 
auslosenden GebGhrentelefonkredittransaktionsautorisationslesemittel (CRM) bewirkt, daB das GebQh- 
rentelefon automatisch eine Verbindung (NAP) Ober das Telekpmmunikationsnetzwerk zu einer Kredit- 

45 transaktionseinrichtung (CCE) an einer Stelle in dem Netzwerk aufbaut, woraufhin erste Aufzeichnungs- 
daten (HD). die sich auf GesprSchsgebOhrenbezahlung beziehen, Ober die Verbindung (NAP) Ubertra- 
gen, auf GUItigkeit hin UberprUft und in der Kredittransaktionseinrichtung (CCE) gespeichert werden. 
woraufhin die Verbindung (NAP) sofort unterbrochen wird, wonach der Teilnehmer eine weitere 
Verbindung (NAP) Ober das Netzwerk zu einem gewUnschten angerufenen Teilnehmer zu Kommunika- 

50 tionszwecken aufbaut, und bei dem nach der Aufgabe der weiteren Verbindung zweite Aufzeichnungs- 
daten (TD), die sich ebenfalls auf die GesprachsgebUhrenbezahlung beziehen und in dem GebUhrente- 
lefon (PI) zusammengestellt werden, anschlieBend zu der Kredittransaktionseinrichtung (CCE) Obertra- 
gen und mit den ersten Aufzeichnungsdaten (HD) zur Gespr^chsgebOhrenbezahlungsverarbeitung 
kombiniert werden. 

55 

2. Verfahren zum AusfUhren einer Kredittransaktion nach Anspruch 1 , bei dem erste Aufzeichnungsdaten 
(HD) und zweite Aufzeichnungsdaten (TD) GebGhrenbelastungsautorisationsdaten (AD) sind, wobei die 
ersten Aufzeichnungsdaten (HD) zu d r Kredittransaktion des augenblicklichen Anrufs gehoren, wah- 
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rend die zweiten Aufzeichnungsdaten (TD) zu der Kredittransaktion des dem augenblicklichen Anruf 
unmittelbar vorausgegangenen Anrufs gehoren. 

3. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 2, bei dem die ersten Aufzeichnungs- 
5 daten (HD) und die zweiten Aufzeichnungsdaten (TD) wahrend der augenblicklichen Anrufkredittransak- 

tion Obertragen werden. 

4. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 2, bei dem die ersten Aufzeichnungs- 
daten (HD) wahrend des augenblicklichen Anrufs und die zweiten Aufzeichnungsdaten (TD) nach Ablaut 

10 einer Zeitsperre Obertragen werden, wenn die erwahnte Verbindung (NAP) zu der Kredittransaktionsein- 
richtung (CCE) automatisch aufgebaut worden ist 

5. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 3 oder 4, bei dem die ersten 
Aufzeichnungsdaten (HD) Kreditkartendaten und Anrufseriennummerndaten enthalten, wahrend die 

rs zweiten Aufzeichnungsdaten (TD) GebOhrentelefonidentifikationsdaten, Anrufkostendaten und Daten 
bezOglich der gewahlten Ziffern enthalten. 

6. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 5, bei dem die Obertragung der Daten 
bezOglich der gewahlten Ziffern gewahlt ist zur Obertragung als eine optionale Einrichtung in dem 

20 GebOhrentelefongerat (PI). 

Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 6, bei dem das Kredittransaktionsauto- 
risationslesemittel (CRM) ein Kreditkartenlesemittel (CRM) ist, das in dem GebOhrentelefongerat (PI) 
enthalten ist, und eine Kooperation mit dem Kredittransaktionsautorisationsmittel, bei dem es sich urn 
das Kreditkartenmittel handelt, mit dem Kreditkartenlesemittel (CRM), indem ein GebOhrentelefon- 
Teilnehmer das Kreditkartenmittel in das Kartenlesemittel (CR) einfOhrt, das Ablesen von Daten von 
dem Kreditkartenmittel ermoglicht, wobei sie zum KartendatenprOfmittel im GebOhrentelefongerat (PI) 
ubertragen werden, das daraufhin eine ortliche SicherheitsprOfung mit den Kartendaten durchfOhrt. 

30 8. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 7, bei dem nach AbschluB der 
ortlichen SicherheitsprOfung und Anzeige einer wahrscheinlich gOltigen Karte die erwahnte Verbindung 
zur Kredittransaktionseinrichtung (CCE) durch automatische WShlmittel im GebOhrentelefon (PI) aufge- 
baut wird, und zwar durch automatisches WShlen eines Zugriffcode, der eine Vielzahl von Richtungszif- 
fern enthalt. 

35 

9. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 8, bei dem nach Erhalt des Zugriffs 
zur Kreditkarteneinrichtung (CCE) ein Signal zum GebOhrentelefongerat (PI) retourniert wird und die 
GebOhrenbelastungsautorisationsdaten (CAD) aus dem Speichermittel im GebOhrentelefongerat (PI) 
abgerufen und Ober die erwahnte Verbindung zur Kreditkarteneinrichtung (CCE) Obertragen werden. 

40 

10. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 9, bei dem nach Empfang und 
positiver GOItigkeitsprOfung der GebOhrenbelastungsautorisationsdaten (CAD) von der Kreditkartenein- 
richtung (CCE) eine Hinweisansage zum GebOhrentelefongerat (PI) gesendet wird, die den Anrufer 
anweist, mit dem W3hlen zu beginnen, um eine Verbindung zum angerufenen Teilnehmer nach 

45 Empfang des Amtszeichens herzustellen, das GebOhrentelefongerat (PI) angewiesen wird, die Leitung 
zur Kreditkarteneinrichtung (CCE) freizugeben und dann die Leitung zum Qrtlichen Leitungskreis erneut 
zu belegen, woraufhin das Amtszeichen an das GebOhrentelefongerat (PI) abgegeben wird. 

11. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 9. bei dem, wenn es sich bei der 
so benutzten Kreditkarte um eine Telefonverwattungs-Kreditkarte handelt, bei Empfang und positiver 

GOItigkeitsprOfung der GebOhrenbelastungsautorisationsdaten.von der Kreditkarteneinrichtung (CCE) 
ine Hinweisansage zum GebOhrentelefongerat (PI) gesendet wird. die den Anrufer anweist, seine 
personliche identifikationsnummer einzugeben, woraufhin nach Obertragung dieser Nummer zur Kredit- 
karteneinrichtung (CCE) sowie richtigem Empfang und positiver GOItigkeitsprOfung eine weitere Hin- 
55 weisansage von der Kreditkarteneinrichtung (CCE) zum GebOhr ntelefongerat (PI) g sendet wird, die 
den Anrufer anweist, mit dem Wahlen zu beginnen, um eine Verbindung mit dem gewOnschten 
Teilnehmer nach Empfang des Amtszeichens herzustell n, das GebOhrentelefon (PI) ang wiesen wird, 
die Leitung zur Kreditkarteneinrichtung (CCE) freizug ben und dann die Leitung zum ortlichen Leitungs- 
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kreis erneut zu belegen, woraufhin das Amtszeichen zum GebOhrentelefongerSt (PI) gesendet wird. 

12. Verfahren zum AusfOhren einer Kreditkartentransaktion nach Anspruch 10 Oder 11, bei dem die zum 
Herstellen der Verbindung mit dem gewOnschten Teilnehmer gewahtten Zahlen und die eingehenden 
GesprachsgebOhrenbelastungssignale in dem Speichermittel im GebOhrentelefongerat (PI) gespeichert 
werden. 

13. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 12, bei dem die Kredittransaktionsein- 
richtung eine gemeinsame Einrichtung ist und aufweist: 1) eine Vielzahl von Leitungsgruppen (LG1- 
LG6), von denen jede wenigstens zwei Interface-Vorrichtungen Oder Leitungskarten. die jeweils fUr eine 
Vielzahl von EingangskanMlen aus einem Schaltblock an der erwMhnten Stelle sorgen, und eine 
gemeinsame Steuerung (CONT) aufweist, die fUr die Steuerfunktionen der Leitungsgruppen (LG1-LG6) 
sorgt, 2) einen Anrufprozessor (CP), der gemeinsam fOr die Leitungsgruppen (LG1-LG6) vorgesehen 
und fGr die GOItigkeitsprOfung der GebOhrenbelastungsautorisationsdaten (CAD) und der PIN-Daten 
verantwortlich ist und aufweist: a) ein Anrufdatenspeichermittel (CDS), das fUr das Zusammenstellen 
und Speichern des erwahnten ersten Aufzeichnungsdaten-(HD)-Teils der erwahnten GebOhrenbela- 
stungsautorisationsdaten sorgt, b) Pufferspeichermittel zum Zwischenspeichem des erwahnten zweiten 
Aufzeichnungsdaten-(TD)-Teils der GebOhrenbelastungsautorisationsdaten und c) Kombiniermittel (CM) 
zum Kombinieren der ersten Aufzeichnungsdaten (HD) mit den zweiten Aufzeichnungsdaten (TD), und 
3) eine Datenbank (DB) mit einem Computer, der eine Tastatur (KB), einen Drucker (P), einen 
Plattenspeicher (DS), einen tragbaren Speicher (T) und ein Display (D) aufweist, wobei die Datenbank 
(DB) flir eine Anruftransaktionsspeicherung, Rechnungsverarbeitung und einen Zugriff zu System- 
Steuereinrichtungen Uber eine Bedienersteuerung sorgt. 

14. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 13, bei dem jede Leitungsgruppen- 
steuerung selektiv so geieitet wird, da8 sie irgendeine einer Vielzahl der Hinweisansagen durch den 
Anrufprozessor (CP) erzeugt. 

15. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 13, bei dem das Anrufdatenspeicher- 
mittel (CDS) eine Vielzahl von Speicherplatzen aufweist, die zur Speicherung der ersten Aufzeichnungs- 
daten (HD), die in den erwahnten Speicherplatzen in der Reihenfolge der GebOhrentelefonidentifika- 
tionsdaten (PID) indiziert sind, vorgesehen sind, wobei, wenn die zweiten Aufzeichnungsdaten (TD) in 
der Kredittransaktionseinrichtung (CCE) aus dem GebQhrentelefongerat (PI) empfangen werden, sie in 
dem Pufferspeichermittel zwischengespeichert werden, woraufhin die GebOhrentelefonidentifikationsda- 
ten (PID) der zweiten Aufzeichnungsdaten (TD) fOr den Zugriff zu den Speicherplatzen der indizierten 
ersten Aufzeichnungsdaten (HD) verwendet werden, urn die ersten Aufzeichnungsdaten (HD) und die 
zweiten Aufzeichnungsdaten (TD) zu kombinieren, und zwar fOr die GesprSchsautorisationsdaten 
(CAD), die sich auf die gleiche Kredittransaktion beziehen, in Vorbereitung auf die Obertragung einer 
kombinierten Anrufaufzeichnung zur Datenbank (DB). 

16. Verfahren zum AusfOhren einer Kredittransaktion nach Anspruch 15, bei dem die kombinierten Anruf- 
aufzeichnungen periodisch zur Datenbank (DB) Obertragen werden, und zwar automatisch Ober eine 
Zugriffverbindung zwischen dem Anrufprozessor (CP) und der Datenbank (DB). 

17. Vorrichtung zum AusfOhren einer Kredittransaktion, bei der eine automatische GesprSchsgebOhrenbe- 
zahlung fOr Anrufe bewirkt wird, die Ober eine Telekommunikationsnetzwerk von GebOhrentelefongera- 
ten (PI) aus durchgefOhrt werden, 

dadurch gekennzeichnet, 

daB ein GebOhrentelefon (PI) ein Kredittransaktionsautorisationsmittel aufweist, das so ausgebildet ist. 
dafl es mit einem auslSsenden GebOhrentelefonkredittransaktionsautorisationslesemittel (CRM) zusam- , 
menwirkt, urn zu bewirken, daB das GebOhrentelefon automatisch eine Verbindung (NAP) Ober das 
Telekommunikationsnetzwerk zu einer Kredittransaktionseinrichtung (CCE) an einer Stelle in dem 
Netzwerk aufbaut, so daB erste Aufzeichnungsdaten (HD), die sich auf GesprSchsgebOhrenbezahlung 
beziehen, durch das GebOhrentelefon (PI) Ober die Verbindung (NAP) Obertragen, auf GOItigkeit hin 
durch die Kr dittransaktions inrichtung (CCE) OberprOft und in dieser gespeichert werden, woraufhin 
die Verbindung (NAP) sofort unterbrochen wird, wonach, wenn der Teiln hmer eine weitere Verbindung 
(NAP) uber das N tzwerk zu inem g wOnschten angerufenen Teilnehmer zu Kommunikationszwecken 
aufbaut, und bei dem nach der Aufgabe der w iter n Verbindung zweite Aufzeichnungsdaten (TD), die 
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sich ebenfails auf die Gesprachsgebuhrenbezahlung beziehen und in dem Gebuhrentelefon (PI) 
zusammengestellt werden, anschlieBend zu der Kredittransaktionseinrichtung (CCE) Ubertragen und mit 
den ersten Aufzeichnungsdaten (HD) zur Gesprachsgebuhrenbezahlungsverarbeitung kombiniert wer- 
den. 

5 

18. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 17, bei der erste Aufzeichnungsda- 
ten (HD) und zweite Aufzeichnungsdaten (TD) GebUhrenbelastungsautorisationsdaten (AD) sind, wobei 
die ersten Aufzeichnungsdaten (HD) zu der Kredittransaktion des augenblicklichen Anrufs gehQren, 
wShrend die zweiten Aufzeichnungsdaten (TD) zu der Kredittransaktion des dem augenblicklichen Anruf 

w unmittelbar vorausgegangenen Anrufs gehoren. 

19. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 18, bei der die ersten Aufzeich- 
nungsdaten (HD) und die zweiten Aufzeichnungsdaten (TD) wahrend der augenblicklichen Anrufkredit- 
transaktion Ubertragen werden. 

is 

20. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 18, bei der die ersten Aufzeich- 
nungsdaten (HD) wMhrend des augenblicklichen Anrufs und die zweiten Aufzeichnungsdaten (TD) nach 
Ablauf einer Zeitsperre Ubertragen werden, wenn die erwahnte Verbindung (NAP) zu der Kredittransak- 
tionseinrichtung (CCE) automatisch aufgebaut worden ist. 

20 

21. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 19 Oder 20, bei der die ersten 
Aufzeichnungsdaten (HD) Kreditkartendaten und Anrufseriennummerndaten enthalten, wSihrend die 
zweiten Aufzeichnungsdaten (TD) GebUhrentelefonidentifikationsdaten, Anrufkostendaten und Daten 
bezUglich der gewahlten Zrffem enthalten. 

25 

22. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 21, bei der die Obertragung der 
Daten bezUglich der gewahlten Ziffern gewahlt ist zur Obertragung als eine optionale Einrichtung in 
dem GebUhrentelefongerat (PI). 

30 23. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 22, bei der das Kredittransaktionsau- 
torisationslesemittel (CRM) ein Kreditkartenlesemittel (CRM) ist, das in dem GebUhrentelefongerat (PI) 
enthalten ist, und eine Kooperation mit dem Kredittransaktionsautorisationsmittel, bei dem es sich urn 
das Kreditkartenmittei handelt, mit dem Kreditkartenlesemittel (CRM), indem ein GebUhrentelefon- 
Teilnehmer das Kreditkartenmittei in das Kartenlesemittel (CR) einfUhrt, das Ablesen von Daten von 

35 dem Kreditkartenmittei ermdglicht, wobei sie zum KartendatenprUfmittel im GebUhrentelefongerat (Pi) 
ubertragen werden, das daraufhin eine 6rtliche SicherheitsprUfung mit den Kartendaten durchfUhrt. 

24. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 23. bei der nach AbschluB der 
ortlichen SicherheitsprUfung und Anzeige einer wahrscheinlich gUItigen Karte die erwahnte Verbindung 

40 zur Kredittransaktionseinrichtung (CCE) durch automatische Wahlmittel im GebUhrentelefon (PI) aufge- 
baut wird, und zwar durch automatisches Wahlen eines Zugriffcode, der eine Vielzahl von Richtungszif- 
fem enthalt. 

25. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 24, bei der nach Erhalt des Zugriffs 
45 zur Kreditkarteneinrichtung (CCE) ein Signal zum GebUhrentelefongerat (PI) retourniert wird und die 

GebUhrenbelastungsautorisationsdaten (CAD) aus dem Speichermittel im GebUhrentelefongerat (PI) 
abgerufen und Uber die erwahnte Verbindung zur Kreditkarteneinrichtung (CCE) Ubertragen werden. 

26. Vorrichtung zum AusfUhren einer Kredittransaktion nach Anspruch 25, bei der nach Empfang und 
so positiver GUItigkeitsprUfung der GebUhrenbelastungsautorisationsdaten (CAD) von Mitteln innerhalb der 

Kreditkarteneinrichtung (CCE) eine Hinweisansage zum GebUhrentelefongerat (Pi) gesendet wird. die 
den Anrufer anweist. mit dem wahlen zu beginnen, urn eine Verbindung zum angerufenen Teiln hmer 
nach Empfang des Amtszeichens herzustellen, das GebUhrentelefongerat (PI) angewiesen wird. die 
Leitung zur Kreditkarteneinrichtung (CCE) freizugeben und dann die Leitung zum Srtlichen Leitungs- 
55 kreis erneut zu belegen. woraufhin das Amtszeichen an das GebUhrentelefongerat (PI) abgegeben wird. 

27. Vorrichtung zum AusfUhren einer Kr dittransaktion nach Anspruch 25, bei der, wenn s sich bei der 
b nutzten Kreditkarte urn eine Telefonverwaltungs-Kreditkarte handelt, bei Empfang und positiver 
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GOItigkeitsprOfung der GebOhrenbelastungsautorisationsdaten, von der Kreditkarteneinrichtung (CCE) 
eine Hinweisansage zum GebOhrentelefongerat (PI) gesendet wird, die den Anrufer anweist, seine 
personliche Identifikationsnummer einzugeben, woraufhin nach Obertragung dieser Nummer zur Kredit- 
karteneinrichtung (CCE) sowie richtigem Empfang und positiver GOftigkeitsprOfung eine weitere Hin- 
weisansage von der Kreditkarteneinrichtung (CCE) zum GebOhrentelefongerat (PI) gesendet wird, die 
den Anrufer anweist, mit dem Wahlen zu beginnen, um eine Verbindung mit dem gewOnschten 
Teilnehmer nach Empfang des Amtszeichens herzustellen, das GebOhrentelefon (PI) angewiesen wird, 
die Leitung zur Kreditkarteneinrichtung (CCE) freizugeben und dann die Leitung zum 5rtlichen Leitungs- 
kreis erneut zu betegen, woraufhin das Amtszeichen zum GebOhrentelefongerat (PI) gesendet wird. 

28. Vorrichtung zum AusfOhren einer Kreditkartentransaktion nach Anspruch 26 Oder 27, bei der die zum 
Herstellen der Verbindung mit dem gewOnschten Teilnehmer gewahlten Zahlen und die eingehenden 
GesprachsgebOhrenbelastungssignale in dem Speichermittel im GebOhrentelefongerat (PI) gespeichert 
werden. 

29. Vorrichtung zum AusfOhren einer Kredittransaktion nach Anspruch 28, bei der die Kredittransaktionsein- 
richtung (CCE) eine gemeinsame Einrichtung ist und aufweist: 1) eine Vielzahl von Leitungsgruppen 
(LG1-LG6), von denen jede wenigstens zwei Interface-Vorrichtungen Oder Leitungskarten, die jeweils fOr 
eine Vielzahl von Eingangskanalen aus einem Schartblock an der erwahnten Stelle sorgen, und eine 
gemeinsame Steuerung (CONT) aufweist, die fOr die Steuerfunktionen der Leitungsgruppen (LG1-LG6) 
sorgt, 2) einen Anrufprozessor (CP), der gemeinsam fUr die Leitungsgruppen (LG1-LG6) vorgesehen 
und fOr die GOItigkeitsprOfung der GebOhrenbeiastungsautorisationsdaten (CAD) und der PIN-Oaten 
verantwortlich ist und aufweist: a) ein Anrufdatenspeichermittel (CDS), das fOr das Zusammenstellen 
und Speichern des erwahnten ersten Aufzeichnungsdaten-(HD)-Teils der erwahnten GebOhrenbela- 
stungsautorisationsdaten sorgt, b) Pufferspeichermittel zum Zwischenspeichem des erwahnten zweiten 
Aufzeichnungsdaten-(TD)-Teils der GebOhrenbelastungsautorisationsdaten und c) Kombiniermittel (CM) 
zum Kombinieren der ersten Aufzeichnungsdaten (HD) mit den zweiten Aufzeichnungsdaten (TD), und 
3) eine Datenbank (DB) mit einem Computer, der eine Tastatur (KB), einen Drucker (P), einen 
Plattenspeicher (DS) f einen tragbaren Speicher (T) und ein Display (D) aufweist, wobei die Datenbank 
(DB) fOr eine Anruftransaktionsspeicherung, Rechnungsverarbeitung und einen Zugriff zu System- 
Steuereinrichtungen Ober eine Bedienersteuerung sorgt. 

30. Vorrichtung zum AusfOhren einer Kredittransaktion nach Anspruch 29, bei der jede Leitungsgruppen- 
steuerung selektiv so geleitet wird, dafi sie irgendeine einer Vielzahl der Hinweisansagen durch den 
Anrufprozessor (CP) erzeugt. 

31. Vorrichtung zum AusfOhren einer Kredittransaktion nach Anspruch 29, bei der das Anrufdatenspeicher- 
mittel (CDS) eine Vielzahl von Speicherplatzen aufweist, die zur Speicherung der ersten Aufzeichnungs- 
daten (HD), die in den erwShnten Speicherplatzen in der Reihenfolge der GebOhrentelefonidentifika- 
tionsdaten (PID) indiziert sind, vorgesehen sind, wobei, wenn die zweiten Aufzeichnungsdaten (TD) in 
der Kredittransaktionseinrichtung (CCE) aus dem GebOhrentelefongerat (PI) empfangen werden, sie in 
dem Pufferspeichermittel zwischengespeichert werden, woraufhin die GebOhrentelefonidentifikationsda- 
ten (PID) der zweiten Aufzeichnungsdaten (TD) fOr den Zugriff zu den SpeicherplStzen der indizierten 
ersten Aufzeichnungsdaten (HD) verwendet werden, um die ersten Aufzeichnungsdaten (HD) und die 
zweiten Aufzeichnungsdaten (TD) zu kombinieren, und zwar fur die Gesprachsautorisationsdaten 
(CAD), die sich auf die gleiche Kredittransaktion beziehen, in Vorbereitung auf die Obertragung einer 
kombinierten Anrufaufzeichnung zur Datenbank (DB). 

32. Vorrichtung zum AusfOhren einer Kredittransaktion nach Anspruch 31, bei der die kombinierten 
Anrufaufzeichnungen (beriodisch zur Datenbank (DB) Obertragen werden, und zwar automatisch Ober 
eine Zugriffverbindung zwischen dem Anrufprozessor (CP) und der Datenbank (DB). 

R vendlcatl n 

1. Proc6d6 d' x^cution d'une transaction & credit assurant un paiement automatique d*une facture pour 
des appels etablis par un r£seau de telecommunications & partir d'instruments t6l4phoniques payants 
(PI), caract£ris£ en ce que la cooperation d'un dispositif d'autorisation de transaction h credit avec un 
dispositif (CRM) & lecteur d*autorisation de transaction k credit h instrument tei^phonique payant 
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initiateur provoque retablissement automatique par I'instrument cTun trajet (NAP) forme dans le r£seau 
de telecommunications et rejoignant un equipement de transactions k credit (CCE) occupant un 
emplacement du r^seau, et des premieres donnees d'enregistrement (HEAD) (HD), correspondant au 
paiement de la facturation des appels, sont transmises par ledit trajet (NAP), sont valid6es et 

5 conserves dans requipement de transactions k credit (CCE), et le trajet (NAP) est rapidement 
deconnecte, puis I'abonne etablit un trajet supplemental (NAP) dans le r6seau vers un abonne appeie 
voulu pour la communication, et dans lequel, aprfcs la liberation du trajet supplemental, des secondes 
donnees d'enregistrement (TAIL) (TD), qui sont aussi relatives au paiement de la facturation d'appel et 
qui sont compiles dans I'appareil teiephonique payant (PI), sont transmises ensuite k requipement de 

io transactions k credit (CCE) et combinees aux premieres donnees d'enregistrement (HEAD) (HD) pour 
le traitement du paiement des facturations d*appeis. 

2. Procede d'execution d'une transaction k credit selon la revendication 1, dans lequel les premieres 
donnees d'enregistrement (HEAD) (HD) et les secondes donnees d'enregistrement (TAIL) (TD) sont des 
75 donnees d'autorisation de facturation (AD) dans lesquelles les premieres donnees d'enregistrement 
(HEAD) (HD) sont associees k la transaction k credit de Cap pel en cours alors que les secondes 
donnees d'enregistrement (TAIL) (TD) sont associees k la transaction k credit de I'appel pnlcedant 
immediatement I'appel actuel. 

20 3. Procede d'execution d'une transaction k credit selon la revendication 2, dans lequel les premieres 
donnees d'enregistrement (HEAD) (HD) et les secondes donnees (TAIL) (TD) sont transmises pendant 
la transaction k credit de I'appel en cours. 

4. Procede d'execution d'une transaction & credit selon la revendication 2, dans lequel les premieres 
25 donnees d'enregistrement (HEAD) (HD) sont transmises pendant Tappet en cours et les secondes 

donnees d'enregistrement (TAIL) (TD) sont transmises aprfcs ('expiration d'un minutage lorsque le trajet 
(NAP) rejoignant requipement de transactions k credit (CCE) est etabli automatiquement. 

5. Procede d'execution d'une transaction k credit selon la revendication 3 ou 4, dans lequel les premieres 
30 donnees d'enregistrement (HEAD) (HD) comprennent des donnees de carte k credit et des donnees de 

numero de s6rie d'appel et les secondes donnees d'enregistrement (TAIL) (TD) contiennent des 
donnees d'identification d'instrument teiephonique payant, des donnees de coQt d'appel et des 
donnees de chiffres numerotes. 

35 6. Procede d'execution d'une transaction k credit selon la revendication 5, dans lequel la transmission des 
donnees de chiffres numerotes est seiectionnee pour la transmission eventuelle par I'instrument 
teiephonique payant (PI). 

7. Procede d'execution d'une transaction k credit selon la revendication 6, dans lequel le dispositif (CRM) 
40 k lecteur d'autorisation de transaction k credit est un dispositif (CRM) lecteur de carte de credit 

incorpore k ('instrument teiephonique payant (PI), et la cooperation du dispositif d'autorisation de 
transaction k credit, qui est le dispositif k carte de credit, avec le dispositif lecteur de carte de credit 
(CRM) par glissement de la carte de credit par I'abonne de telephone payant dans le dispositif lecteur 
de carte (CRM), permet la lecture des donnees de la carte de credit, ces donnees etant transmises au 
4s dispositif de verification de donnees de carte incorpore k I'instrument teiephonique payant (PI) qui 
effectue une verification locale de securite sur les donnees de la carte. 

8. Procede d'execution d'une transaction k credit selon la revendication 7, dans lequel, lorsque la 
verification locale de securite est terminee et indique une carte probablement valide, le trajet est etabli 

so avec requipement de transactions k credit (CCE) par un dispositif de numerotation automatique 
incorpore k I'instrument teiephonique payant (PI), par numerotation automatique d'un code d'accfcs 
comprenant plusieurs chiffres d'acheminement. 

9. Procede d'execution d'une transaction k credit selon la revendication 8, dans lequ I, lorsque I'accfcs k 
55 requipement de cartes de credit (CCE) est satisfaisant, un signal est renvoye k I'instrum nt teiephoni- 
que payant (PI), et les donnees d'autorisation de facturation (CAD) sont transmises par la memoire de 
I'instrument teiephonique payant (PI) par le trajet rejoignant requipement de cartes de credit (CCE). 
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10. Procede d'execution d'une transaction k credit seion la revendication 9, dans lequel, aprfcs reception et 
validation des donnees d'autorisation de facturation (CAD), un message d'invite vocale est transmis k 
I'instrument teiephonique payant (PI) par I'equipement de cartes de credit (CCE), indiquant k la 
personne qui appelle de commencer k num^roter pour assurer la connexion d'un appel de la personne 
5 qui appelle aprfes reception de la tonality de numerotation, Tinstrument teiephonique payant (PI) regoit 
une instruction de liberation de ligne pour I'equipement de cartes de credit (CCE) puis saisit k nouveau 
la ligne pour le circuit local de ligne, et la tonality de numeration est transmise k Instrument 
teiephonique payant (PI). 

10 11. Procede d'execution d'une transaction k credit selon la revendication 9, dans lequel, lorsque la carte de 
credit utilisSe est une carte de credit de ('administration des telecommunications et aprfcs reception et 
validation satisfaisantes des donnees d'autorisation de facturation, un message d'invite vocale est 
transmis k Instrument teiephonique payant (PI) par I'equipement des cartes de credit (CCE) qui donne 
k la personne qui appelle des instructions de saisie de son num£ro personnel d'identification, et, aprfcs 

/s que ce num6ro a §\6 transmis k I'equipement de cartes de credit (CCE), puis regu et valide de manure 
satisfaisante, un message d'invite vocale supplemental est transmis k I'instrument teiephonique 
payant (PI) par I'equipement de cartes de credit (CCE), donnant k la personne qui appelle les 
instructions de commencer la numeration pour assurer la connexion d'appel d'un abonne aprfcs 
reception de la tonalite d'appel, I'instrument teiephonique payant (PI) recevant une instruction de 

20 liberation de la ligne connectee k I'equipement de cartes de credit (CCE) et de saisie k nouveau de la 
ligne pour le circuit local de ligne si bien que la tonalite de numeration est transmise k ('instrument 
teiephonique payant (PI). 

12. Procede d'execution d'une transaction k credit selon la revendication 10 ou 11, dans lequel les chiffres 
25 numerates pour retablissement d'une connexion d'appel d'abonne et des signaux de facturation 

d'appels regus sont conserves dans la memoire de I'instrument teiephonique payant (PI). 

13. Procede d'execution d'une transaction k credit selon la revendication 12, dans lequel I'equipement de 
transaction k credit est un equipement commun et comprend (i) plusieurs groupes de lignes (LG1 k 

30 LG6) comprenant chacun au moins deux dispositifs d'interface ou de cartes de lignes qui traitent 
chacun plusieurs trajets d'entnie d'un bloc de commutation audit emplacement et une commande 
commune (CONT) assurant les fonctions de commande du groupe de lignes (LG1 k LG6), (ii) un 
processeur d'appel (CP) commun au groupe de lignes (LG1 k LG6) et qui est responsable de la 
validation des donnees d'autorisation de facturation (CAD) et des donnees de numero d'identification 

35 personnel et qui comporte (a) une memoire de donnees d'appel (CDS) qui assure la compilation et la 
memorisation des premieres donnees d'enregistrement (HEAD) (HD) d'autorisation de facturation et (b) 
une memoire tampon destinee k permettre la conservation temporaire des secondes donnees d'enre- 
gistrement (TAIL) (TD) des donnees d'autorisation de facturation et (c) un dispositif de combinaison 
(CM) destine k combiner les premieres donnees d'enregistrement (HEAD) (HD) aux secondes donnees 

40 d'enregistrement (TAIL) (TD) f et (iii) une base de donnees (DB) qui comporte un ordinateur ayant un 
clavier (KB), une imprimante (P), une memoire k disque (DS), une memoire transportable (T) et un 
dispositif d'affichage (D), la base de donnees (DB) memorisant les transactions d'appels, assurant le 
traitement de facturation et l'acc£s aux installations de commande de I'installation sous la commande 
de I'operateur. 

45 

14. Procede d'execution d'une transaction k credit selon la revendication 13, dans lequel chaque organe de 
commande de groupe de lignes est dirige seiectivement afin qu'il cree Tun quelconque de plusieurs 
messages d'invite vocale par le processeur d'appel (CP). 

so 15. Procede d'execution d'une transaction k credit selon la revendication 13, dans lequel la memoire de 
t donnees d'appel (CDS) contient plusieurs emplacements de memoire destines k conserver les 
premieres donnees d'enregistrement (HEAD) (HD) qui sont positionnees aux emplacements de memoi- 
re dans I'ordre des donnees d'identification d'instrument teiephonique payant (PID), et, lorsque les 
secondes donnees d'enregistrement (TAIL) (TD) sont rogues par I'equipement de transactions k credit 

55 (CCE) k partir de I'instrument teiephonique payant (PI), eiles sont conservees temporairement dans la 
memoire tampon, et les donnees d'identification d'instrument teiephonique payant (PID) des secondes 
donnees d'enregistrement (TAIL) (TD) sont utilise s pour raccds aux emplacements de memoire des 
premieres donnees d'enregistrement r perees (HEAD) (HD) pour la combinaison des premier s 
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donnees d'enregistrement (HEAD) (HD) et des secondes donnees d'enregistrement (TAIL) (TD) pour 
les donnees d'autorisation d'appel (CAD) relatives k la meme transaction k credit avant la transmission 
d'un enregistrement combing d'appel k la base de donnees (DB). 

16. Procede d'execution d'une transaction k credit selon la revendication 15, dans lequel les enregistre- 
ments combines d'appels sont transfers pdriodiquement k la base de donnees (DB) de manifere 
automatique par un trajet d'accfcs place entre le processeur d'appel (CP) et la base de donnees (DB). 

17. Appareil d'execution d'une transaction k credit assurant un paiement automatique des facturations 
d'appels pour les appels etablis par un reseau de telecommunications k partir d'instruments teiephoni- 
ques payants (PI), caractSrise en ce qu'un instrument teiephonique payant (PI) comporte un dtspositif 
d'autorisation de transactions k credit destine k cooperer avec un dispositif (CRM) k lecteur d'autorisa- 
tion de transactions k credit d'instrument teiephonique payant initiateur afin que Instrument teiephoni- 
que payant etablisse automatiquement un trajet (NAP), par le reseau de telecommunications, jusqu'fc 
un equipement de transactions k credit (CCE) qui se trouve k un emplacement du reseau, de mani&re 
que les premieres donnees d'enregistrement (HEAD) (HD), qui sont relatives au paiement des 
facturations d'appels, soient transmises par le trajet (NAP) par I'instrument teiephonique payant (PI), 
soient validees et soient conserv^es par requipement de transactions k credit (CCE), puis le trajet 
(NAP) est rapidemertt deconnecte et I'abonne etablit un trajet supplemental (NAP) par le reseau vers 
un abonne appeie voulu pour la communication, et, aprfcs la liberation du trajet supplemental, des 
secondes donnees d'enregistrement (TAIL) (TD), qui concernent aussi le paiement de facturations 
d'appels et qui sont compiiees dans I'instrument teiephonique payant, sont transmises ulterieurement k 
requipement de transactions k credit (CCE) et combinees aux premieres donnees d'enregistrement 
(HEAD) (HD) pour le traitement des paiements de facturations d'appels. 

18. Appareil d'execution d'une transaction k credit selon la revendication 17, dans lequel des premieres 
donnees d'enregistrement (HEAD) (HD) et des secondes donnees d'enregistrement (TAIL) (TD) sont 
des donnees d'autorisation de facturation (GAD) dans lesquelles les premieres donnees d'enregistre- 
ment (HEAD) (HD) sont associees k la transaction k credit de I'appel en cours alors que les secondes 
donnees d'enregistrement (TAIL) (TD) sont associees k la transaction k credit de I'appel pedant 
immediatement I'appel en cours. 

19. Appareil d'execution d'une transaction k credit selon la revendication 18, dans lequel les premieres 
donnees d'enregistrement (HEAD) (HD) et les secondes donnees (TAIL) (TD) sont transmises pendant 
la transaction k credit d'appel en cours. 

20. Appareil d'execution d'une transaction k credit selon la revendication 18, dans lequel les premieres 
donnees d'enregistrement (HEAD) (HD).sont transmises pendant I'appel en cours et les secondes 
donnees d'enregistrement (TAIL) (TD) sont transmises aprfcs I'expiration d'un minutage lorsque le trajet 
(NAP) rejoignant requipement de transactions k credit (CCE) est etabli automatiquement par I'instru- 
ment teiephonique payant (PI). 

21. Appareil d'execution d'une transaction k credit selon la revendication 19 ou 20, dans lequel les 
premiferes donnees d'enregistrement (HEAD) (HD) comportent des donnees de carte de credit et des 
donnees de numero de serie d'appel, et les secondes donnees d'enregistrement (TAIL) (TD) contien- 
nent les donnees d'identification d'instrument teiephonique payant, des donnees de coOt d'appel et des 
donnees de chiffres numerates. 



22. Appareil d'execution d'une transaction k credit selon la revendication 21, dans lequel la transmission 
des donnees de chiffres numerates est seiectionnee pour la transmission k titre de possibility 
eventuelle au niveau de I'instrument teiephonique payant (PI). 

23. Appareil d'execution d'une transaction k credit selon la revendication 22. dans lequel le dispositif 
(CRM) k lecture d'autorisation de transaction k credit est un dispositif k lecteur de carte de credit 
(CRM) qui est incorpore k I'instrument teiephonique payant (PI), et la cooperation du dispositif 
d'autorisation de transaction k credit, qui est un carte de credit, avec le dispositif (CRM) k lecteur de 
carte de credit, par glissement de la carte de credit par un abonne de I'instrument teiephonique dans le 
dispositif lecteur de carte (CRM), permet la lecture des donnees de la carte de credit, ces donnees 
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etant transmises au dispositif de verification de donnees de carte incorpore k Instrument teiephonique 
payant (PI) qui effectue alors une verification locale de securite sur les donnees de la carte. 

24. Appareil d'execution d'une transaction k credit selon la revendication 23. dans lequel, lorsque fa 
5 verification locale de securite est termin^e et indique une carte probablement valide, le trajet rejoignant 
requipement de transactions k credit (CCE) est etabli par le dispositif de numerotation automatique k 
I'interieur de instrument teiephonique payant (PI), par numerotation automatique d'un code d'accfes 
comprenant plusieurs chiffres d'acheminement. 

;o 25. Appareil d'execution d'une transaction k credit selon la revendication 24, dans lequel, aprfcs accfcs k 
requipement de cartes de credit (CCE), un signal est renvoye k instrument teiephonique payant (PI), 
et les donnees (CAD) d'autorisation de facturation sont transmises par la memoire incorporee k 
('instrument teiephonique payant (PI) et sont transmises par ledit trajet vers requipement de cartes de 
credit (CCE). 
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26. Appareil d'execution d'une transaction k credit selon fa revendication 25, dans lequel, aprfcs reception 
et validation satisfaisantes des donnees d'autorisation de facturation, un message d'invite vocale est 
transmis k instrument teiephonique payant (PI) par un dispositif incorpore k requipement de cartes de 
credit (CCE) afin qu'il indique k I'abonne de commencer k numeroter pour etablir la connexion de 
20 I'appel aprfes reception d'une tonalite de numeration, I'instrument teiephonique payant (PI) recevant 
des instructions de liberation de la ligne connectee k requipement de cartes de credit (CCE) et de 
reprise de la ligne du circuit local de iigne, et la tonalite de numeration est alors transmise k 
instrument teiephonique payant (PI). 

25 27. Appareil d'execution d'une transaction k credit selon la revendication 25, dans laquelle, lorsque la carte 
de credit utilise est une carte de credit de ('administration des telephones, apr&s reception et 
validation satisfaisantes des donnees d'autorisation de facturation, un message d'invite vocale est 
transmis k I'instrument teiephonique payant (PI) par requipement de cartes de credit (CCE) indiquant k 
I'abonne de saisir son numero d'identification personnel, et, lorsque ce numero a ete transmis k 

30 requipement de cartes de credit (CCE) et regu et valide de manfere satisfaisante, un message 
supplemental d'invite vocale est transmis k I'instrument teiephonique payant (PI) par requipement de 
cartes de credit (CCE) afin qu'il indique k la personne qui appelle de commencer la numerotation pour 
assurer la connexion de I'appel de I'abonne aprfes reception de la tonalite de numerotation, et 
('instrument teiephonique payant (PI) regoit des instructions de liberation de la ligne reliee k requipe- 

35 ment de cartes de credit (CCE) puis de reprise de la ligne pour le circuit local de ligne et la tonalite de 
numerotation est alors transmise k I'instrument teiephonique payant (PI). 

2a Appareil d'execution d'une transaction k credit selon la revendication 26 ou 27, dans lequel les chiffres 
numerates pour retablissement d'une connexion d'appel d'un abonne et les signaux regus de 
40 facturation d'appel sont conserves dans la memoire de I'instrument teiephonique payant (PI). 

29. Appareil d'execution d'une transaction k credit selon la revendication 28, dans lequel requipement de 
transactions k credit (CCE) est un equipement commun et comporte (i) plusieurs groupes de lignes 
(LG1 k LG6) comprenant chacun au moins deux dispositifs d'interface ou cartes de lignes traitant 

45 chacun plusieurs trajets d'entree d'un bloc de commutation audit emplacement, et une commande 
commune (CONT) assurant les fonctions de commande du groupe de lignes (LG1 k LG6), (ii) un 
processor d'appel (CP) utilise en commun pour les groupes de lignes (LG1 k LG6) et qui est 
responsable de la validation des donnees d'autorisation de facturation (CAD) et des donnees de 
numero d'identification personnel, et qui comprend (a) une memoire de donnees d'appel (CDS) qui 

so assure la compilation et la memorisation des premieres donnees d'enregistrement (HEAD) (HD) des 
donnees d'autorisation de facturation et (b) une memoire tampon destinee k permettre la conservation 
temporaire des secondes donnees d'enregistrement (TAIL) (TD) des donnees d'autorisation de factura- 
tion, et (c) un dispositif de combinaison (CM) destine k combiner les premieres donnees d'enregistre- 
ment (HEAD) (HD) aux secondes donnees d'enregistrement (TAIL) (TD), t (iii) une base de donnees 

55 (DB) qui comprend un ordinateur ayant un clavier (KB), une imprimante (P), un memoire k disque 
(DS), une memoire transportabl (T), t un dispositif d'affichage (D), la base de donnees (DB) assurant 
la memorisation des transactions d'appels, le traitement des facturations et raccfcs aux installations de 
commande du systfcme sous la commande d'un operateur. 
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30. Appareil d'ex^cution d'une transaction k credit selon la revendication 29, dans lequel chaque organe de 
commande d'un groups de lignes est dirig§ s^lectivement de manure qu'il cr6e Tun quelconque de 
plusieurs messages d'invite vocale par le processeur d'appel (CP). 

31. Appareil d'ex^cution d'une transaction k credit selon ta revendication 29, dans lequel la m^moire de 
donn^es d'appel (CDS) comporte plusieurs emplacements de m^moire destines & conserver les 
premieres donn^es d'enregistrement (HEAD) (HD) qui sont rep6r6es aux emplacements de m^moire 
dans I'ordre des donn^es d'identification d'instrument t6l6phonique payant (PID), et, lorsque les 
secondes donn^es d'enregistrement (TAIL) (TD) sont regues par l'6quipement de transactions k credit 
(CCE) h partir de ('instrument tStephonique payant (Pl) f eiles sont conserves temporairement dans la 
m^moire tampon, puis les donn^es d'identification d'instrument tetSphonique payant (PID) des secon- 
des donn^es d'enregistrement (TAIL) (TD) sont utilises pour I'accfes & des emplacements de 
memorisation des premieres donn^es d'enregistrement rep£r£ (HEAD) (HD) afin que les premieres 
donn^es d'enregistrement (HEAD) (HD) et les secondes donn^es d'enregistrement (TAIL) (TD) des 
donn^es d'autorisation d'appel (CAD) concernant ta m§me transaction & credit soient combines avant 
la transmission d'un enregistrement combing d'appel & la base de donn£es. 

32. Appareil d'ex^cution d'une transaction h credit selon la revendication 31, dans lequel des enregistre- 
ments combines d'appels sont transfers p^riodiquement h la base de donn£es (DB) de manure 
automatique par un trajet d'accfcs formS entre le processeur d'appet (CP) et la base de donn£es (DB). 



24 



EP 0 216 521 B1 




25 



EP 0 216 521 B1 




26 



